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ECO Plus - Warranty documents
Axle systems with a ir suspension

Valid for all complete ECO Plus air-suspended axle systems
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1. Warranty

1.1. Warranty statement
	
BPW Bergische Achsen Kommanditgesellschaft, D-51674 - Wiehl, hereinafter referred to as 
”BPW”, warrants by an independent guarantee the manufacturing quality of the entire ECO Plus 
air suspension axle system according to the conditions described below for the duration of the 
warranty (hereinafter referred to as the ”ECO Plus Warranty”).

The ECO Plus Warranty shall be valid

–  from the day of vehicle registration or entry into service,
   • within South Africa for the period of
      - 3 years in On-Road use (see para. 1.3.2.) or
      - 2 years in Off-Road use (see para. 1.3.2.)
   • in Africa for the period of
      - 2 years (see para. 1.3.2.)
–  with unlimited mileage,
–  for BPW running gear systems on drawbar and semi-trailers,
–  only for complete ECO Plus air-suspended axle systems (AIRLIGHT II or other BPW air-
suspended versions), selected according to the appropriate use (see required equipment 
features under Point 4),
–  only for vehicles with air-suspended axle systems equipped with a transverse throttle between 
the air bags on the left and right-hand sides starting from the first day of registration or on the day 
when the vehicle entered service,
–  only when pressure ranges are maintained in the supply line between 6.5 - 8.5 bar (according 
toECE-R13 Annex 10 and 98/12/EG Annex II; both are made available free of charge on 
request).

The ECO Plus Warranty of 3 years is extended, subject to documented proof of all specified 
inspections regarding the hub and hub bearings by a further 2 years, if 36 months after the day 
of the first registration or entry into service of the vehicle, a full service is carried out by a BPW 
Accredited Workshop (hereinafter referred to as” Extended Warranty”).

1.2. Extent of warranty

During the appropriate warranty period, BPW will, in the case of claim, accept the direct costs 
for the material to be replaced as well as for the actual removal and installation according to 
BPW reference times, if agreed in advance with BPW or one of its representatives, and 
the work is carried out by an Accredited Workshop (hereinafter referred to as ”Warranty 
Service”). For this purpose, a copy of the completed” Retention of value through preventative 
service” sheet (see para. 3.1) has to be attached while filing the warranty claim. If the above 
requirements are not fulfilled, BPW will not accept any costs.
The removed damaged parts should be retained and, if previously agreed, returned to BPW at 
the warranty holder’s expense. Additional claims by the warranty holder, of whatever nature, in 
particular expenses in connection with the warranty service received, are excluded. All warranty 
claims arising during the warranty period will be considered if they have been immediately 
reported to the vehicle manufacturer, BPW, or one of its representatives in writing.
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1. Warranty

1.3. Conditions for obtaining and maintaining the ECO Plus Warranty
1.3.1. General Information
The prerequisite for obtaining and maintaining the ECO Plus Warranty and, if appropriate, the 
Extended Warranty, is that all measures must be carried out or arranged to be carried out 
in accordance with the current BPW service and BPW maintenance instructions (see para. 
1.3.4.).The service and maintenance instructions are up to date at the time of going to press. 
However, they are subject to modifications in response to ongoing developments (see para. 
1.3.4.).

		   Retightening of all bolted connections by	  Check or visual inspection by
		   BPW Accredited Workshop	 	  BPW Accredited Workshop
		   		   Within 2 weeks of the first journey 	  between 1000km to 5000km
		   under load; 
					   
      On-Road 3 years		 X				    Every 6 months
      Off-Road 2 years		 X				    Every 3 months
      

2 years		  X				    Every 3 months

The warranty covering On-Road use in South Africa can be extended by a further 2 years. The 
pre-condition for this is a full-service check after 36 months from the day of vehicle registration or 
entry into service to be carried out by a BPW Accredited Workshop.
The Extended Warranty only applies after receipt of the” Retention of value through preventative 
service” sheet (pages 6 and 7), and written confirmation of this by BPW.

Period of warranty	           Work to be performed	

		  Time		  Measures		  Service provider
On-Road 3+2 years	 36 months	 Full service	 A BPW Accredited Workshop
		  60 months	 Check/visual check	 A BPW Accredited Workshop

1.3.2. Definition of On-Road / Off-Road
The term” On-Road” refers to roads having a sealed and metalled surface, in other words with 
an asphalt or concrete surface. Gravel roads are regarded as being Off-Road. A vehicle is also 
regarded as being in Off-Road operation even if it departs from sealed surfaces under operating 
conditions for only short periods.
Off-Road operation is assumed in all cases in tippers and vehicles with comparable applications. 
The warranty for vehicles in Off-Road use is restricted to 2 years for operation. 
For Off-Road use, no Extended Warranty is available.

1.3.3. Maintenance work, repairs, spare parts
Rectification of any discovered defects or replacement of worn parts should be carried out by 
a BPW Accredited Workshop or unless the vehicle owner has the appropriate specialists and 
the required facilities, equipment and workshop manuals available and processes an official 
certificate to perform interim inspections or special brake inspections.
We strongly recommend that only genuine BPW parts, in particular brake linings, be used when
fitting spare parts. Parts authorised by BPW for trailer axles and axle units are regularly subjected
to special inspections. BPW accepts product responsibility for them.
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BPW is unable to determine whether all third party products can be used with BPW trailer axles 
and axle units without any safety risk; this also applies even if an authorised testing organisation 
has accepted the product.

Use of spare parts other than original BPW Spare Parts renders the ECO Plus Warranty 
null and void (see para. 1.4.).

If, during the appropriate warranty period, Warranty Services or repair work are carried out, the 
warranty period will then not begin again for the affected component.

1.3.4. Current state of service and maintenance work
BPW is continually developing its products.  Technical changes and/or new knowledge may 
cause the instructions and specifications published by BPW to change (in particular with regard 
to scopes of service and maintenance). The current state can be viewed at any time at
www.bpw.co.za.   

1.4. Warranty exclusion
The ECO Plus Warranty does not cover normal wear and tear, the relevant wearing parts (in 
particular brake linings, brake drums, brake discs, brake cylinders, brake camshaft bearings, 
brake pads, shock absorbers and air bags), maintenance-dependent  parts within disc brake 
calipers, or environmental impairments  resulting from noise and odour emission.
In addition, the warranty shall not apply in the case of
–  damage due to external forces,
–  operational errors,
–  non-observance of the current BPW
	 • installation instructions,
	 • operating and assembly instructions,
	 • equipment features / recommended uses (see para. 4.),
	 • maintenance instructions (incl. safety instructions), (see para. 1.3.4.),
–  use of spare parts other than BPW Original Parts during the warranty period.

2. Operational and road safety

To maintain operational and road safety, maintenance work must be carried out at the pre-
specified intervals (see BPW Maintenance Instructions at www.bpw.co.za or, on request, from 
technical@bpw.co.za).

The relevant operational and service instructions of the vehicle manufacturer, as well as the other 
vehicle parts manufacturers, shall also be complied with.
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3. ECO Plus Service instructions

3.1. Retention of value through preventative maintenance
The servicing to be done every 6 months should take place within the framework of any statutory 
Inspections:- e.g. C.O.F

1. Service after 6 months
(As described on pages 10 and 11)

Date: 	 ______________________
					     Stamp and signature of the Accredited Workshop	
					     performing the work

2. Service after 12 months
(As described on pages 10 and 11)

Date: 	 ______________________
					     Stamp and signature of the Accredited Workshop
					     performing the work

3. Service after 18 months
(As described on pages 10 and 11)

Date: 	 ______________________
					     Stamp and signature of the Accredited Workshop
					     performing the work

4. *Service after 24 months
(As described on pages 10 and 11)

Date: 	 ______________________
					     Stamp and signature of the Accredited Workshop
					     performing the work

5. Service after 30 months
(As described on pages 10 and 11)

Date: 	 ______________________
					     Stamp and signature of the Accredited Workshop
					     performing the work
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ECO Plus Service instructions

6. Full service after 36 months
(As described on pages 10 and 11)

Date: 	 ______________________
					     Stamp and signature of the Accredited Workshop
					     performing the work

7. Service after 42 months
(As described on pages 10 and 11)

Date: 	 ______________________
					     Stamp and signature of the Accredited Workshop
					     performing the work

8. Service after 48 months
(As described on pages 10 and 11)

Date: 	 ______________________
					     Stamp and signature of the Accredited Workshop
					     performing the work

9. Service after 54 months
(As described on pages 10 and 11)

Date: 	 ______________________
					     Stamp and signature of the Accredited Workshop
					     performing the work

10. Service after 60 months
(As described on pages 10 to 13)

Date: 	 ______________________
					     Stamp and signature of the Accredited Workshop
					     performing the work

Note: 	
* Off-road vehicles – Full service after 24 months, thereafter yearly (pages 10 to 13)
  On-road vehicles – Full service after 36 months, then after 60 months thereafter yearly
  Africa - Full service after 24 months, thereafter yearly (pages 10 to 13)

** Off-road and Africa (service every 3 months)
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3. ECO Plus Service instructions

3.2. Checks to be performed after entering into service
	 – (within 2 weeks of the first journey under load, latest after 2000 km) –
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ECO Plus units with ECO Air COMPACT and AIRLIGHT II air suspension (70 mm wide trailing 
arms) do not have to be retightened for On-Road use.
It is essential for the specifi ed bolted connections to be retightened on all other BPW 
air-suspended axle systems, as well as AIRLIGHT II when used Off -Road.

1  Tighten the spring mounting kit (U-bolts) with a torque wrench. 

  Tightening torques: M 22 (SW 32) M = 550 Nm (510 - 605 Nm)1)

     M 24 (SW 36) M = 650 Nm (605 - 715 Nm)

2  Tighten the spring pivot bolt with a torque wrench. 

  Tightening torques:  
  Hanger brackets and channel crossmember AIRLIGHT II 
    from 09/2007: M 24 (SW 36) M = 650 Nm (605 - 715 Nm)
  Hanger brackets from 08/2001: M 30 (SW 46) M = 900 Nm (840 - 990 Nm)
  Hanger brackets up to 07/2001: M 30 (SW 46) M = 750 Nm (700 - 825 Nm)
  Channel crossmember:  M 30 (SW 46) M = 900 Nm (840 - 990 Nm)

3  Tighten the spring bolt to gusset plate connecting bolt with a torque wrench.

  Tightening torques:: M 18 x 1.5 (SW 27) M = 420 Nm (390 - 460 Nm)

4  Tighten the shock absorber fastening with a torque wrench. 

  Tightening torques: M 24 (SW 24) M = 420 Nm (390 - 460 Nm)
  For aluminium hanger brackets  M = 320 Nm (300 - 350 Nm)

5  Tighten the air bag fastenings with a torque wrench.  

  Tightening torques: M 12 (SW 17) M = 66 Nm 
     M 16 (SW 22) M = 230 - 300 Nm 
   Central bolt M 16 (SW 22) M = 300 Nm 

6  Tighten the axle lift device with a torque wrench.  

  Tightening torques: 
   Diaphragm cylinder M 20 (SW 30) M = 350 - 380 Nm 
   Diaphragm cylinder M 16 (SW 24) M = 180 - 210 Nm 
   Supporting arm M 16 (SW 22) M = 230 Nm 
   Hexagon screw  M 12 (SW 17) M = 75 Nm 

7  Tighten the bolt connection between the air suspension hanger bracket and the longitudinal member. 

  Tightening torques: M 16  M = 260 Nm (240 - 285 Nm)

1) When mounting new spring mounting kit components for AIRLIGHT II: 
  Tightening torque: M 22  M = 550 Nm + 90° angle tightening

3.2. Checks to be performed after entering into service
   – (within 2 weeks of the fi rst journey under load, latest after 2000 km) – 

3 ECO Plus Service Instructions
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It is essential for the specified bolted connections to be retightened on all other BPW
air suspension axle systems, as well as AIRLIGHT II when used Off-Road.

1   	 Tighten the spring mounting kit (U-bolts) with a torque wrench.
	 Tightening torques: 	 M 22 (SW 32)	 M = 550 Nm (510 - 605 Nm)1) 
				    M 24 (SW 36)	 M = 650 Nm (605 - 715 Nm)

2   	 Tighten the spring pivot bolt with a torque wrench.
	 Tightening torques:
	 Hanger brackets and channel cross member AIRLIGHT II 	
	 from 09/2007:			   M 24 (SW 36)	 M = 650 Nm (605 - 715 Nm) 
	 Hanger brackets from 08/2001:  	 M 30 (SW 46)	 M = 900 Nm (840 - 990 Nm) 
	 Hanger brackets up to 07/2001: 	 M 30 (SW 46)	 M = 750 Nm (700 - 825 Nm)
	 Channel cross member: 		  M 30 (SW 46)	 M = 900 Nm (840 - 990 Nm)

3	 Tighten the spring bolt to gusset plate connecting bolt with a torque wrench.
	 Tightening torques:		 M 18 x 1.5 (SW 27)	 M = 420 Nm (390 - 460 Nm)

4	 Tighten the shock absorber fastening with a torque wrench.
	 Tightening torques: 		  M 24 (SW 24)	 M = 420 Nm (390 - 460 Nm) 
 
5	 Tighten the air bag fastenings with a torque wrench.
	 Tightening torques: 		  M 12 (SW 17) 	 M = 66 Nm
					     M 16 (SW 22) 	 M = 230 - 300 Nm
	 Central bolt 			   M 16 (SW 22) 	 M = 300 Nm

6 	 Tighten the axle lift device with a torque wrench.
	 Tightening torques:
	 Diaphragm cylinder 		  M 20 (SW 30) 	 M = 350 - 380 Nm
	 Diaphragm cylinder 		  M 16 (SW 24) 	 M = 180 - 210 Nm
	 Supporting arm 			   M 16 (SW 22)	 M = 230 Nm
	 Hexagon screw 			   M 12 (SW 17) 	 M = 75 Nm

7	 Tighten the bolt connection between the air suspension hanger bracket and the
	 chassis flange.
	 Tightening torques: 		  M 16		  M = 260 Nm (240 - 285 Nm)

1)  When mounting new spring mounting kit components for AIRLIGHT II clamped air suspension:
Tightening torque:				    M 22	 M = 550 Nm + 90° angle tightening

	
	 Initial checks

	 Date:				    Stamp and Signature 
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3. ECO Plus Service instructions

3.3. Visual inspection to be carried out within the framework of the statutory annual
       inspection (series O, SL, AL)
	 – Description of inspection after every 6 months –
	 – Check list (tick for compliance) –
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3 ECO Plus Service Instructions

3.3. Visual inspection to be carried out within the framework of the statutory 
 annual inspection (series O, SL, AL)
   – Description of inspection after 12, 36 and, if appropriate, 60 months – 
   – Description of inspection after 72 months –

Visual inspections to be performed after 
12 months, 
36 months, 
60 months, 
72 months

°  Visual inspection - Check all component parts for damage and wear. 

1  Check condition of air bags.   

2  Check air suspension levelling valve for condition, seal integrity and tightness. 

3  Visual inspection - Check shock absorber fastening for tightness. 
     M 24 (SW 36) M = 420 Nm (390 - 460 Nm) 
   For alloy hanger brackets M 24 (SW 36) M = 320 Nm (300 - 350 Nm)

4  Visual inspection - Check spring mounting kit for tightness. 
     M 22 (SW 32) M = 550 Nm (510 - 605 Nm) 
     M 24 (SW 36) M = 650 Nm (605 - 715 Nm)

5  Visual inspection - Check air bag fastening for tightness.  
     M 12 (SW 17) M = 66 Nm 
     M 16 (SW 22) M = 230 - 300 Nm 
   Central bolt M 16 (SW 22) M = 300 Nm 

6  Visual inspection - Check spring pivot bolts for tightness. 
   Hanger brackets and channel crossmember AIRLIGHT II
   from 09/2007: M 24 (SW 36) M = 650 Nm (605 - 715 Nm) 
   Hanger brackets   
   from 08/2001: M 30 (SW 46) M = 900 Nm (840 - 990 Nm) 
   up to 07/2001: M 30 (SW 46) M = 750 Nm (700 - 825 Nm) 
   Channel crossmember:  M 30 (SW 46) M = 900 Nm (840 - 990 Nm)

7  Visual inspection - Check spring bolt to gusset plate connection.   
     M 18 x 1.5 (SW 27) M = 420 Nm (390 - 460 Nm)

8  Visual inspection - Check axle lift for tightness.   
   Diaphragm cylinder M 20 (SW 30) M = 350 - 380 Nm 
   Diaphragm cylinder M 16 (SW 24) M = 180 - 210 Nm 
   Supporting arm M 16 (SW 22) M = 230 Nm  
   Hexagon screw M 12 (SW 17) M = 75 Nm

9  Visual inspection - Check bolted connection between the air suspension hanger bracket 
  and the longitudinal member. 
     M 16 M = 260 Nm (240 - 285 Nm)

10  Check strap. Check condition and fastening.  

A visual check is suffi  cient for these checks. Tighten any bolted connections as required to the specifi ed tightening 
torques. Tightening may be charged to the vehicle owner.
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Visual inspections to be performed 					     every 6 months	
				  
o	 Visual inspection - Check all component parts for damage and	
	 wear.

1	 Check condition of air bags.

2	 Check air suspension levelling valve for condition, seal integrity 
	 and tightness.

3	 Visual inspection - Check shock absorber fastening for tightness.
		  M 24 (SW 36)	 M = 420 Nm (390 - 460 Nm)
	
4   	 Visual inspection - Check spring mounting kit for tightness.
		  M 22 (SW 32)	 M = 550 Nm (510 - 605 Nm) 
		  M 24 (SW 36)	 M = 650 Nm (605 - 715 Nm)

5   	 Visual inspection – Check air bag fastening for tightness
		  M 12 (SW 17)	 M = 66Nm
		  M 16 (SW 22)	 M = 230-300 Nm
	 Central bolt  
		  M 16 (SW 22)	 M = 300 Nm
 
6   	 Visual inspection - Check spring pivot bolts for tightness.
	 Hanger brackets and channel cross member AIRLIGHT II
	 from 09/2007:	
		  M 24 (SW 36)	 M = 650 Nm (605 - 715 Nm)
	 Hanger brackets from 08/2001:		
		  M 30 (SW 46)	 M = 900 Nm (840 - 990 Nm)
	 Channel cross member:	
		  M 30 (SW 46)	 M = 900 Nm (840 - 990 Nm)
  
7   	 Visual inspection - Check spring bolt to gusset plate connection.
		  M 18x1.5 (SW27)	 M = 420 Nm (390 - 460 Nm)

8	 Visual inspection - Check axle lift for tightness.
	 Diaphragm cylinder 	 M 20 (SW 30) M = 350 - 380 Nm
	 Diaphragm cylinder 	 M 16 (SW 24) M = 180 - 210 Nm
	 Supporting arm 		  M 16 (SW 22) M = 230 Nm
	 Hexagon screw 		  M 12 (SW 17) M = 75 Nm
 
9   	 Visual inspection - Check bolted connection between the air 
	 suspension hanger bracket and the longitudinal member.
		  M 16		  M = 260 Nm (240 - 285 Nm)

10  	 Check strap. Check condition and fastening.

11 	 Check Bearing play – Adjust if necessary

 
A visual check is sufficient for these checks. Tighten any bolted connections as required 
to the specified tightening torques. 
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3. ECO Plus Service instructions

3.4. Full-Service after 36 months at a BPW Accredited Workshop      
(For Extended Warranty)

–  The Extended Warranty applies to the ECO hub unit. It is essential for the prescribed 
inspections to have been performed - with full documentation - starting from when the vehicle was 
first taken into service.
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– The Extended Warranty applies to the ECO hub unit, axle beam, trailing arm connection and hanger brackets. It 
 is essential for the prescribed inspections to have been performed - with full documentation - starting from 
 when the vehicle was fi rst taken into service (payment required).

3 ECO Plus Service Instructions

3.4. Full-Service after 60 months at the BPW Direct Service Partner
   (For Extended Warranty)

 In all cases, replacement of components as part of the warranty provision shall be agreed with BPW or the 
 relevant BPW representative prior to the start of work.

 Fully functioning shock absorbers are essential for the suspension function, and therefore, represent the basis 
 of the warranty agreement. A preventative exchange of shock absorbers (payment required) is necessary as 
 part of the full service after 60 months.

Work to be performed
Lubrication work:

1  Mounting for the ECO Unit: completely re-grease, renew bearings

2  Seals for the ECO Unit: replace all seals

Maintenance:

1  Axle clampings: 
  Use a torque wrench to check the axle clamping is fi rmly seated. 
  Tightening torques: M 20 (SW 30) M = 420 Nm 
     M 22 (SW 32) M = 550 Nm (510 - 600 Nm)  
     M 24 (SW 36) M = 650 Nm (605 - 715 Nm)

2  Spring pivot bolts: 
  Use a torque wrench to check the spring pivot bolts are fi rmly seated and check them for wear. 
  Tightening torques: 
  AIRLIGHT II, ECO Air COMPACT hanger brackets and channel crossmember  
    from 09/2007: M 24 (SW 36) M = 650 Nm (605 - 715 Nm) 
  Hanger brackets  from 08/2001: M 30 (SW 46) M = 900 Nm (840 - 990 Nm) 
  Hanger brackets  up to 07/2001: M 30 (SW 46) M = 750 Nm (700 - 825 Nm) 
  Channel crossmembers: M 30 (SW 46) M = 900 Nm (840 - 990 Nm)

3  Shock absorber: 
  Fit new shock absorbers. Tightening torques: 
  ECO Air COMPACT M 24 (SW 36) M = 420 Nm (390 - 460 Nm) 
  AIRLIGHT II  M 24 (SW 36) M = 420 Nm (390 - 460 Nm) 
  For alloy hanger brackets M 24 (SW 36) M = 320 Nm (300 - 350 Nm)

4  Gusset plate: 
  Check the spring bolt to gusset plate connection is fi rmly attached and check for wear.  
  Tightening torques: M 18 x 1.5 (SW 27) M = 420 Nm (390 - 460 Nm) 

5  Bolted-on air suspension hanger bracket:  
  Check that the mounting bolts of the air suspension hanger bracket on the longitudinal member are fi rmly 
  tightened. Tightening torques: M 16 M = 260 Nm (240 - 285 Nm)

The necessary maintenance and lubrication requirements should be performed as part of the full Service in 
accordance with information provided by BPW. Parts subject to wear which the BPW Direct Service Partner assesses 
as defective should be replaced subject to a charge.
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In all cases, replacement of components as part of the warranty provision shall be agreed with 
BPW or the relevant BPW representative prior to the start of work.

Work to be performed
Lubrication work:

1  	 Mounting for the ECO Unit:  completely re-grease, evaluate bearings, 
				       replace if necessary
2   	 Seals for the ECO Unit:	    replace all seals	 - on-road 36 months
						      - off- road 24 months
Maintenance:

1   	 Axle clampings:
	 Use a torque wrench to check the axle clamping is firmly seated. 
	 Tightening torques: 	 M 22 (SW 32)	 M = 550 Nm (510 - 600 Nm) 
				    M 24 (SW 36)	 M = 650 Nm (605 - 715 Nm)
2   	 Spring pivot bolts:
	 Use a torque wrench to check the spring pivot bolts are firmly seated and check them 	
	 for wear. Tightening torques:
	 SL and AIRLIGHT II, hanger brackets and channel cross member
	 from 09/2007:  		  M 24 (SW 36)               M = 650 Nm (605 - 715 Nm) 
	 Hanger brackets 
	 from 08/2001:  		  M 30 (SW 46)               M = 900 Nm (840 - 990 Nm) 
	 Hanger brackets 
	 up to 07/2001: 		  M 30 (SW 46)               M = 750 Nm (700 - 825 Nm
	 Channel cross members:	 M 30 (SW 46)               M = 900 Nm (840 - 990 Nm)

3   	 Shock absorber:
	 Shock absorbers should be replaced if necessary. Tightening torques:
	 AIRLIGHT II and SL		 M 24 (SW 36)               M = 420 Nm (390 - 460 Nm) 
	
4   	 Gusset plate:
	 Check the spring bolt to gusset plate connection is firmly attached and check for wear. 
	 Tightening torques: 	 M 18 x 1.5 (SW 27)       M = 420 Nm (390 - 460 Nm)

5   	 Bolted-on air suspension hanger bracket:
	 Check that the mounting bolts of the air suspension hanger bracket on the chassis
	 flange are firmly tightened. 
	 Tightening torques:		 M 16		         M = 260Nm (240 - 285 Nm)
	
The necessary maintenance and lubrication requirements should be performed as part of the 
full Service in accordance with information provided by BPW. Parts subject to wear which are 
assessed as defective should be replaced.
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4 	 BPW Trailer axles / BPW Steering axles

4.1 	 Lubrication

Overview

For detailed description see pages 
8 - 21

1  Steering pivot bearing, top and bottom         1

2 Brake camshaft bearing, outer and inner
On-Road conditions                                                             2
Off-Road conditions                                                    2

3  Slack adjuster manual                                        3

Slack adjuster ECO-Master:
On-Road conditions                                                             3
Off-Road conditions                                                     3
Outside Europe

4  Brake shoes with closed anchor eye                                 4

5  ECO Plus 3, ECO Plus 2 & ECOPlus Unit:
On-Road conditions 				                          5
Off-Road conditions				                  5
ECO Unit						          5
Conventional hub bearing                                                     5

For positions   1   to   3    the use of a high-pressure central lubrication system which is capable of 
feeding special longlife grease of consistency class 2-3 is permissible. The use of liquid lubricants 
is not permitted!

1) After a long idle period, prior to initial operation actuate the brake lever and lubricate the brake camshaft bearing.

2) With use under extreme conditions (e.g. extreme Off-Road use) more frequent lubrication with high pressure grease is necessary.

BPW-W 33111601e Page 7
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5. Required equipment features

    Application Recommendation for BPW Air Suspension Systems

Application 		  Axle Load	 Series 	 Tyres 	 Spring Centre 	 Trailing Arm 	       Hanger Bracket      Shock Absorber 	 Airbag 	             Axle Beam     Connection 		
								          	 70 mm   100  mm

On-road Only	 	 8 ton		  ALII	 S 	 > 1300		  1 x 56		        Standard	         Standard 		  Ø300	            120 x 10	       Clamped		
				  

On-Off-road Application	 10 ton 	            ALII HD	 Z 	 > 1000		  1 x 65		        Standard	         Standard/HD		 Ø300 / Ø360     120 x 15	        Welded

			    9 ton			   S	 > 1300

					   

Heavy Duty Application	 12 ton 		  SL 	 Z 	 > 1000			    1 x  57 	       Standard/HD 	         Standard/HD 		 Ø360 	            150 x 16 	        Welded

						      S	 > 1200		

Comments											         
For container and  coil carrier  trailers, the use of airbag stroke limitation is necessary.											         
Tipper trailers require the use of a lowering device or stroke limitation.
											         
Heavy off-road use: such as mining or logging operations on unpaved ground, 
which can only be used with all-wheel drive machines. 
For higher speed the use of HD shock absorbers are necessary.											         
											         



Page 17 

5. Required equipment features

    Application Recommendation for BPW Air Suspension Systems

Application 		  Axle Load	 Series 	 Tyres 	 Spring Centre 	 Trailing Arm 	       Hanger Bracket      Shock Absorber 	 Airbag 	             Axle Beam     Connection 		
								          	 70 mm   100  mm

On-road Only	 	 8 ton		  ALII	 S 	 > 1300		  1 x 56		        Standard	         Standard 		  Ø300	            120 x 10	       Clamped		
				  

On-Off-road Application	 10 ton 	            ALII HD	 Z 	 > 1000		  1 x 65		        Standard	         Standard/HD		 Ø300 / Ø360     120 x 15	        Welded

			    9 ton			   S	 > 1300

					   

Heavy Duty Application	 12 ton 		  SL 	 Z 	 > 1000			    1 x  57 	       Standard/HD 	         Standard/HD 		 Ø360 	            150 x 16 	        Welded

						      S	 > 1200		

Comments											         
For container and  coil carrier  trailers, the use of airbag stroke limitation is necessary.											         
Tipper trailers require the use of a lowering device or stroke limitation.
											         
Heavy off-road use: such as mining or logging operations on unpaved ground, 
which can only be used with all-wheel drive machines. 
For higher speed the use of HD shock absorbers are necessary.											         
											         



Page 18 

NOTES	 								      
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